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The Move 5000 is a 
game changer, opening 
the portable payment 
terminal to a new world 
of business apps.

NAME Move/5000

Processor Application & crypto processor Cortex A5

Memory Internal
External

512 MB Flash, 512 MB RAM
MicroSD up to 32GB

OS Telium TETRA OS

SAM 2 SAM

Card Readers Magstripe
Smart card
NFC / Contactless

ISO 1/2/3, 500K lifespan
EMV Level 1, 500K lifespan
EMV Level 1 compliant

Display Colour 3.45” backlit, HVGA (480x320 pixels)

Touchscreen Resistive Finger & stylus (300K lifespan signature)

Keypad 16 keys, raised Marking, backlit

Audio Speaker Mono

Video Video accelerator  H264 codec

Data Capture Camera 5M pixels autofocus Optional

Thermal Printer Speed in lines/s
Paper roll cage

up to 30 lines/s
58 mm width x Ø 40 mm

Terminal Connectivity Wireless 3G / WiFi / Bluetooth

Terminal Connections USB
Power supply

Host & Slave
Dedicated power Jack

Battery Li-ion 2900mAh

Terminal Size 169 x 78 x 57 mm

Weight Terminal + battery 320 g

Environment Operating temperature
Storage temperature
Operating humidity

14°F to 122°F (0°C to +50°C)
-4°F to 131°F (-20°C to +55°C)
85% non-condensing at 104°F (+40°C)

Accessory Dialup Modem RJ45
Ethernet 10/100 Base T RJ45
Bluetooth

Security Online & Offline ready

Technical specs

Charging Base

The Move 5000 is a 
game changer, opening 
the portable payment 
terminal to a new world 
of business apps.

NAME Move 5000

Processor Application & crypto processor Cortex A5

Memory Internal
External

512 MB Flash, 512 MB RAM
MicroSD up to 32GB

OS Telium TETRA OS

SAM 2 SAM

Card Readers Magstripe
Smart card
NFC / Contactless

ISO 1/2/3, 500K lifespan
EMV Level 1, 500K lifespan
EMV Level 1 compliant

Display Colour 3.5” backlit, HVGA (480x320 pixels)

Touchscreen Resistive Finger & stylus (300K lifespan signature)

Keypad 16 keys, raised Marking, backlit

Audio Audio jack
Speaker

Stereo
Mono

Video Video accelerator  H264 codec

Data Capture
Camera 5M pixels autofocus Optional

Thermal Printer Speed in lines/s
Paper roll cage

up to 30 lines/s
58 mm width x Ø 40 mm

Terminal Connectivity Wireless 3G / WiFi / Bluetooth

Terminal Connections USB
Power supply

Host & Slave
Dedicated power Jack

Battery Li-ion 2900mAh

Terminal Size 169 x 78 x 57 mm

Weight Terminal + battery 320 g

Environment Operating temperature
Storage temperature
Operating humidity

14°F to 122°F (-10°C to +50°C)
-4°F to 131°F (-20°C to +55°C)
85% non-condensing at 104°F (+40°C)

Accessory Dialup Modem RJ45
Ethernet 10/100 Base T RJ45
Bluetooth

Security Online & Offline ready
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